Government of India
Ministry of Environment, Forest and Climate Change
(Issued by the State Environment Impact Assessment
Authority(SEIAA), DELHI)

The DGM
TARC PROJECTS LIMITED
67 Najafgarh Road, Kirti Nagar, New Delhi-110015 -110015

ENVIRONMENTAL
CLEARANCE

Subject: Grant of Environmental Clearance (EC) to the proposed Project Activity
under the provision of EIA Notification 2006-regarding

Sir/Madam,

This is in reference to your application for Environmental Clearance (EC)
in respect of project submitted to_the SEIAA vide proposal number
SIA/DL/INFRA2/401931/2022 dated 11/ Noyv,2022. The particulars of the
environmental clearance granted to-the project are as below.

1. EC Identification No. EC23B038DL 192254

2. File No. DPCC/SEIAA-1V/C-428/DL/2022

3. Project Type New.

4. Category B

5. Project/Activity including 8(a) Building and.Construction projects
Schedule No.

6. Name of Project Group Housing

7. Name of Company/Organization TARC PROJECTS LIMITED

8. Location of Project DELHI

9. TOR Date N/A

The project details along with terms and conditions are appended herewith from page
no 2 onwards.

(e-signed)
Dr. K.S. Jayachandran (IFS)
Date: 03/08/2023 Member Secretary
SEIAA - (DELHI)

(Pro-Active and Responsive Facilitation by Interactive,
and Virtuous Environmental Single=-Window Hub)

Note: A valid environmental clearance shall be one that has EC identification
number & E-Sign generated from PARIVESH.Please quote identification
number in all future correspondence.

This is a computer generated cover page.
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| STATE LEVEL ENVIRONMENT IMPACT ASSESSMENT AUTHORITY (SEIAA)-
DELHI
OFFICE OF DELH]1 POLLUTION CONTROL COMMITTEE
3" FLOOR, ISBT BUILDING, KASHMERE GATE, DELHI-1 10006
=

F, No. DPCC/SEIAA-IV/C-428/ I}L':ﬂlllﬁj?-qgﬂ Dated: ﬂl!ﬂarlﬂﬂ
Fovironmental Clearance No.: SELAA-INVC-42IK8EC-

To.

Ajuy Singh Pathania, DGM

Vs TARC PROJECTS LIMITED
67, Najalearh Road,

Kirti Nagar, West Delhi-110015
Email: pathania.tarcagmail.com

Sub: Environmental Clearance for Group Housing at Plot 67, Kirti Nagar Industrial
Area. Najufoarh Road, West Delhi, Delhi by Mis TARC PROJECTS LIMITED.

lhis has reference to your Proposal no SIA/DLANFRA2401931/2022 submitted on
11112022 on PARIVESH Portal for seeking Environmental Clearance (EC) under
Frvironmental Impact Assessment (EIA) Notification dated 14.09, 2006 amended as on dale
for Group Housing at Plot 67, Kirti Nagar Industrial Area, Najafgarh Road, West Delhi,
Delhi and subsequent presemation given before the State Level Expen Appruisal Commitiee
(SEAL) for seeking prior Environmental Clearance for subject cited project as required under

the EIA Notification, 2006, The proposal has been appraised in SEAC meetings as per
procedure prescribed under the proy isions of EI1A Notification dated 14.09.2006 on the basis
of the documents submitted with the application viz., Form-1, 1-A, Conceptual plan and the
additional ¢larifications furnished in response to the observations of the State Level Expert

Appraisal Committee (SEALC].

The Proposal is for grant of Environmental Clearance for Group Housing at Flot 67, Kirti
Nagar Industrial Area, Najafgarh Road, West Delhi, Dethi by M/s TARC Projects Limited,

The Project is located at Latitude: 28*39'24 77"N; Longitude: 77°8'38.16"E

Area Details:

The Total {Net) Plot Area of the project is 24,793 580 sqm. The existing Built up Area is
6%.142.73 sgm which will be demolished. The Proposed Ground Coverage is 3,899.038
sqm and the Proposed Total Built-up Area (FAR + Non FAR Area) is 2,21,677.63 sqm.
Ihe Proposed FAR Aren is $6,274.34 sqm and Proposed Total Non-FAR Area is
135.403.29] sgm. The total no. of Basements will be 2 nos. The Tetal Basement Arca is
39.372.7% sqm. The proposed buildings are 4 Residential tower = commercul {C5F) +
EWS = club towers. The total nos, of floors will be G+5+27. Towl No. of units will be 781
(Dwelling Units: 493 nos. EWS Units: 144 nos and CSP units: 144 nos.) The total no of
expected population 18 3965 persons. The max. height of the building is [ 16.1 m.
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Water Detals;

During Construction Phase,

T'otal water requirement will be 30 KLD out of which 20 KLD of water will be required for
domestic purpose which will be sourced through tanker supply and remaining 10 KLD
required for non-potable use will be taken from DIB STP.

During Operational Phase, Total Water requirement of the project will be 603 KLD
which will be met by 283 KLD of fresh water from Delhi Jal Board and 322 KLD of treated
water from in house STP. Out of 283 KLD fresh Water, 273 KLD fresh water will be used
for Domestic Purposes and 10 KLD will be used for Swimming Pool. Total Waste water
generated will be 370 KLD which will be treated in-house STP of 350 KLD capacity.
Treated water from STP will be 333 KLD. out of which 322 KLD which will be recycled
and reused for Flushing { 138 KLD), Gardening (44 KLD), DG Cooling HVAC (138 KLD),
Miscellaneous (2 KLINY

Fotal 3 no. of RWH pits will be provided.

Solid Wasie Details

During Construction Phase, Total solid waste generation will be 223 kg ‘day oul of which
11.5 kg/day will be biodegradable which will be disposed off at solid waste disposal sites
and 11.0 ke/day will be non-biodegradable waste and will be given to authorized recyclers.

During the Operation Phase, Approx. 1664 kgiday of domeshic solid waste will be
generated from the complex out of which 998 ke/day of biodegradable waste will be treated
in 01 Nos, OWC of capacity 1250 Kg/day and 666 kg/day of non-biodegradable wasie
{Recyelable and Non-Recyclable) will be given to approved recyclers,

Fower Details:

During Construction Phase, for power backup failure, Generator Sets of capacity
125k VA will be installed with adequate stack height.

During Operation Phase, total power requirement will be 8751 kW and will be supplied
by BSES Rajdhani, For power back up, gas based Generator Sets of Capacity 5x1300 KV A
and 1x750 kYA will be installed

124 kW of wotal enerpy demand will be met through solar energy.

Purking Facility Details: Total Proposed Parking is 1420 ECS including electrical car
parking provision of 426 ECS.

Eeo-Sensitive Areas Details: Distance of Okhla Wildlife Sanctuary from project site 1s
19,01 Km SE and from Asola Wildlife Sanciuary is 20.20 Km 55E.

Plantation Details: The proposed Green Area is 14,706.58 sqm. Towl no. of existing trees
at site is 8 nos, which will be retained. Total number of trees proposed within project site

are 310 nos

Cosi Details: Total Cost of the F-I'-:lil.‘L'1 15 [ 300 Crores

SIA DL TNTRAZ S 3 202 Tl |3
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The project was appraised by SEAC in its 119" Meeting held on 25,11.2022, 125" Meeting
held on 18.03.2023, 126" Meeting held on 14.06.2023 and 130" Meeting held on 26.06.2023
based on the information furnished, documents shown & submitted, presentation made by the
project proponent and SEAC recommended the case to SEIAA for grani of Environmental

clearance imposing the specific conditions

The State Level Environment Impact Assessment Authority, Delhi (SEIAA-Delhi}
considered the case in its 7ist Meeting held on 04.07.2023 accorded the Environmental
Clearance to the sbove said project as per provisions of Environment Impact Assessment
Notifieation. 2006 and its subsequent amendments, subject to the strict compliance of the
terms and conditions as follows:

A. SPECIFIC CONDITIONS:

| The Project Proponent should implement the guidelines: mechanism for using Anti-
Smog Gun in construction and Demaolition projects having built-up area greater than
20,000 sgm issued by Department of Environment, NCT of Delhi, vide letter no. F.
No.DPCC/A 12 1 (285 ab2020/2790- 2810  dated 16.09.2021 available at
hiips; dusicontroldpee. delhi.gos in/Lplosd/ Guidebnes PEY 4 31 i||.‘1*f'.:||‘_-!-:" 123774
POF read songwith guidelines of CPCB Besides use of Anti-Smog Gunn the Project
Proponent shall ensure that environment friendly Dust suppresant and soil stabilising
chemical would be spraved at prescribed interval on unpaved area of the gonstruction
sites to agglomerate the fine dust particles into aggregate 100 large 1w become
airhorné. This must be done in all those areas where there is movement of trucks und
sther construction machinery at frequent intervals 1o prevent formations of fine dusd

porticles

2. The project proponent shall register the project on the “Web Portal™ for online remote

monitoring by the agencies concerned and deploy anti smog guns in proportion to the

area of construction site as prescribed vide direction no. 69 dated 02.1 1.2022 issued
by Commission for Air Quality Management (CACOM)

Ihe Project proponent shall insall reference-grade (USEPA approved system)
Continuous Particulate Monitoring System consisting of three nods capable of
monitoring dust emission from the construction sile. The sysiem must have the
capacity bar stmlianeous j11|_'-|'|i'[|_‘1ri.|'lg of PM2.5 and PMID and equip tor data transfer
on @ real-time basis 1o the server of DPCC,

4. Green bullding norms should be followed with a 5 star GRIHANGBC/ASSOCHAM
GEM rating.

5. The Project proponent should obtain the permission from the concerned authority/
Local body for the proposed group housing with due payment of Infrastructure up-
prudution charges decided il any in pursuance of provisions of Master Plan of Delhi.
Ihe Environmental Clearance will not confer any right! claim to develop the project

Fd

in violation of any provision pertaining to land use.
6. Treated water of DIB STP should be used for construction purpases with tertiar
reatment of treated water of DJB STP to ensure it 15 11t for construchion use.

SLADLANERAIGO 83 1202 1of 15
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7. The project proponent shall adhere 1o the total water requirement — 605 KLD, Fresh
water requirement — 283 KLD, Treated water requirement — 322 KLD (for recycling
in Flushing — 138 KLD, Gardening 44 KLD, Cooling — 138 KLD, Misc- 02 KLD).
Excess trealed water from onsite STP of 11 KLD shall be used in nearby parks/
construction work with the consent of concerned department or other agencies
through authorised tankers.

8, The treated waste water through STP shall achieve the effluent standards: pH (3.3
9.0), BOD (10 mg/1), COD {30 mg/1). Nitrogen Total (10 mg/l). TSS (20 mgh), il
and Grease (10 mg/l), Dissolved Phosphate as P {1 mg/), Ammonical Mitrogen -
sma/l. Faecal Coliform (MPN/100 ml) — Desirable 100 permissible 2340,

9. The project proponent should adhere to the Cost of Environmental Monitoring as
committed i.e. capital cost of Rs. 87 Lacs and recurring cost of Rs. 3.7 Lacs/ year
during construction phase and capital cost of Rs, 265 Lacs and recurring cost of Rs.
10.5 Lacs/ year during operntion phase.

|0, At least 4.2 % (324 kWp) of the total power load to be sourced from Solar
{ Renewable] energy as committed and PP shall try to enhance it further. For cleaning
and maintenance of Solar Panels, long term contract for the period of atleast 10 years
should be in place before completion of building.

11. No. of Rain water harvesting pit shall be 5 nos, and storage tank of capacity of min. 1
day of total fresh water requirement. Boring for Rain Water Harvesting system should
not be permitted’ done belore completion of structure work, All recharge should be
limited to shallow squifer. Depth of boring should leave a buffer of atleast 5 m above
ground water table

12, Bills/Receipt issued by DB against purchase of treated waler from STF should be
part of six monthly EC compliance report. Bills issued by private agency for supply
water will not be sufficient.

|3 During construction phase, only drinking water required by the labourers and the
other fresh water requirement for Anti-Smog Gun is allowed 1o be supplied through
tankers

14, Sensors 1o measure ground water level Piezometers centified by CGWB should be
installed by the PP immediately. These piczometers should have loT facility and send
data to the server for storage. Weekly data from these piezometer should be submitted
along with EC compliance repont. Calibration of these sensors should be done once in
6 months, Data of these piczometers should be also be

a) Highlighted on PP website with monthly updation
bi Shared with DJB (ground water division) on guarterly basis,

15, PP shall install gas based generator as committed.

16, Anti-Smog Gun(s) will be used during the operation of the project as commitied.

17. The Environment Management Cell consisting of 01 Environment Officer, (] person
for Air management, 01 person for maintenance, (1 person for Waste Water
Management, 01 person for waste management & 01 EHS Engineer shall be created
as committed and made functicnal before commissioning of the proposed
development

SIAEELINTFR AR 95 L2022 fof 1
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Minimum | tree for every 80 Sg. Mt of plot area (310 nos.) should be planted within
the project site and retain all the existing trees Le. 08 Nos,

PP 10 provide minimum 30% of 1otal parking armangement with electric charging
facility by providing charging points at suitable ploces as committed. PP to ensure that
this should be provided in AC/DC combmation. In addition, provision should be made
1o allow extension of electric charging facility 1o all parking slots in the future.

. loT based Flow Meters/ Sensors should be installed to monitor consumption of fresh

water s well as treated water snd log book for these flow meters be maintained in a
regular manner. Flow meters shall be installed at Inlet of STP, outlet of STP, inlet of
flushing tanks, inlet of cooling water tanks and rewse line for horticulture purposes
and at the outfall! sewer connection to be provided only for emergency discharge
purposes with prior intimation o regulatory authority, Calibration for all the Flow
meters shall be maintained on quarterly basis

. Construction & Demaolition waste should be disposed of st authorized C&D waste

collection centred processing unit.
Wind- breaker of appropriate height i.e. 1/3rd of the building height and maximum up
to 10 metres shall be provided all around the project site before the start of
constriction and demolition work.

. The Praject Proponent should take measures: for control of Dust Pollution durmg

construction phase in the Environmental Management Plan by taking measures as per
MoEF&CT Notification No, GSR 94 (E) dated 25.01.2018/Hon"ble Mational Green
I'ribunal order in O.A, No.21 of 2014 and O.A. No. 95 of 2014 in the maner of
VardhamanKaushik Vs, Union of India & others and Sanjay KulshreshthaV's Union of
India & others, CAQM/CPCB/DPCC extanl statutory orders/guidelines/directions
issued time 1o time including registration/ self-andit on Dust Pollution Control Self-
Assessment Portal with provision of video fencing and sensors for monitoring PM
25 PM 10 Atleass B4 Anti-Smog Gun shall be installed before Starting the
eonsiruction,

Project proponent shall be responsible for establishment, operation and meintenance
of all common facilities and also for compliance of EC conditions during operation

stee,

25 The cost of Envirconment Management Plan should be distinctly allocated in the

budget of the project and details of the same along with time frame of the
implementation should be reported in six monthly monitoring reports.

6. In view of MoEF&CC Office Memorandum Moo 21-27072008-1A.111 dated

19.06.201 3 read with MoEF&CC Office Memorandum No., 22-154/2015-1A 111 dated
10,11.2015, this environmental clearance is granted focusing only on the environment
concerns. The project will be regulated by the concemed local Civie Authorities under
the provisions of the relevant provisions of the extant MPD-2021, Building Control
Regulations and Saftety Regulations.

lhe Environmental Clearance is subject to the condition that concerned local civie
agencies will give the permission for use’ occupation of the building only after the
written assurance of DIB/ New Delhi Municipal Council / other such local civic

SIADL INFRAZ 093 2022 - B
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authority (as the case may be) regarding supply of adequate water for the residents/
CUCUPIETS.

I8, Grant of environmental clearance does not necessarily implies that water/ power
supply shall be granted 1o the praject and that their proposals for water/ power supply
shall be considered by the respective authorities on their merits and decision taking.

29 The investment made in the project, if any, based on environmental clearance so
granted, i anticipation of the clearance from water/ power supply angle shall be
entirely at the cost and risk of the project proponent and SEAC/SEIAA, Delln shafl
not be responsible in this regard in any manner.

0. The PP shall store all the construction material within the project site. Provision shall
be made for providing facilities such as mobile toilets, safe drinking water. medical
healthcare, créche ete for the construction workers hired locally.

31. As proposed. fresh water requirement shall not exceed 283 KLD. Occupancy
Certificate shall be issued only after getting necessary permission for required water
supply from DDA/DIB! concerned Authonty.

32, Sewage shall be treated in the STP with tertiary treatment. The treated effluent from
STP shall be reeveled! reused for flushing, gardening, cooling ete.

33. The PP shall provide toxic gas (Combustible gas, Carbon dioxide and Hydrogen
sulphide, Methane, VOCs, Ammonia) detectors for ST area.

34, Energy audit shall be carried out periodically 1o review encrgy consery arion measures.

15, All sensor/meters based equipments should be calibrated on quarterly basis.

36. Climate responsive design as per Green Building Guidelines in practice should be
enstred 1o the maximum extent.

37. Vegetation should be adopted approprintely on the ground as well as over built
strictures such as roofs, basements, podiums ete,

38, Green belt development surrounding the campus, avenue tree planting and garden
development should commence from the beginning of the construction phase. Only
indigenous species should be used for green belt and avenue trees,

39, Exposed rool area and covered parking should be covered with material having high
solar reflective index.

40. Building design should cater 1o the differently-abled citizens.

41, PP shall keep open space unpaved to the maximum extent possible so as to ensure
permeability of water. However, whenever paving is deemed necessary, PF to pros ide
prass pavers of suitable types & strength to increase the water permeable area as well
as o allow effective lire tender movement

42 All the vibrating pans will be checked periodically and serviced 1o reduce the noise
generation and sound producing equipment

43. Constructicn activities will be allowed only during day-time period

44, Lubrication will be carried out periodically for plant machnery.

SIADL ANFRAZ 40|55 /2022 Gl 15
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B. STANDARD CONDITIONS:

L. Statutory Compliance:

il

Iy,

vil.

Wil

b,

The project proponent shall obtain all necessary clearance/ permission from all
relevant agencies including town planning authority before commencement of work.
All the construction shall be done in accordance with the local building byelaws.

The approval of the Competent Authority shall be obtained for structural safety of
buildings due to earthquakes, adequacy of firefighting equipment et as per National
Building Code including protection measures from lightening efe.

The project proponent shall obiain forest clearance under the provisions of Forest
(Conservation) Acl. 1986, in case of the diversion of forest land for non-forest
purpose invelved in the project.

The project proponent shall cbiain clearance from the National Board for Wildlife, if
applicable.

Ihe project proponent shall obtain Consent 1o Establish / Operate under the provisions
af Air (Prevention & Control of Pollution) Act, 1981 and the Water {Prevention &
Control af Pollution) Act, 1974 from the concemed State Pollution Control Board/
Committee as per applicability

The project proponent shall obtain the necessary permission for draw] of ground water
‘surface water required for the project from the competent authority

A certificate of adequacy of available pawer from the agency supplying power to the
praject along with the load allowed for the project should be obtained.

All other statutory clearances such as the approvals for storage of diesel from Chief
Controller of Explosives, Fire Department, and Civil Aviation Department shall be
obtained. as applicable, by project proponents from the respective competent
authorities,

lhe provisions of the Solid Waste (Management) Rules, 2016, e-Waste
(Management) Rules, 2016, and the Plastics Waste (Management) Rules, 2016 shall
be followed.

The praject proponent shall follow the ECBC/ECBC-R prescribed by Bureau of
Energy Efficiency, Ministry of Power strictly.

1. Air Quality Monitoring and Preservation

iv. Diesel power generating sets proposed as source of backup power should be of
enclosed tvpe and conform 1o rules made under the Environment (Protection) Act.
SIADLANTRA2493 126022 7af 15

Matification GSR 94(E) dated 25.01.2018 of MoEF&CC regarding Mandatory
Implementation of Dust Mitigation Measures for Construction and Demolition
Activities for prajects requiring Environmental Clearance shall be complied with.

A management plan shall be drawn up and implemented to contain the current
exceedance in ambient air quality ar the site.

The project proponent shall install system to carryout Ambient Air Cuality
monitering for commonferiterion parameters relevant 10 the main pollutants released
{e.z. PMy andPMas) covering upwind and downwind directions during the
construction period.
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1986, The height of stack of DG sets should be equal to the height needed for the
combined capacity of all proposed DG sels. Use of low Sulphur diesel. The location
of the DG sets may be decided with in consultation with Stte Pollution Control
Board.

v, Construction site shall be adequately barricaded before the construction begins. [ust,
smoke & other sir pollution prevention measures shall be proy ided for the building as
well as the site, These measures shall include screens for the building under
construction, continuous dust/ wind breaking walls all around the site (al least 3 meler
height). Plastic/tarpaulin sheet covers shall be provided for vehicles bringing in sand,
cement. murfam and other construction materials prone to causing dust pollution it
the site as well as taking out debris froan the sie.

vl Sand. murram, loose soil. cement. stored on site shall be covered adequately so as 1o
prevent dust pollution

vil.  Wet jet shall be provided for grinding and stone cutting.

vili.  Unpaved surfaces and loose soil shall be adequately sprinkled with water 10 suppress
(ITE

ix,  All construction and demolition debris shall be stored at the site (and not dumped on
the roads or open spaces outside) befure they are properly disposed. All demalition
and constriction waste shall be managed as per the provisions of the Construction and
Demolition Waste Rules 2016.

x. The diesel generator sets 1o be used dunng construction phase shall be low Sulphur
diesel type and shall conform 1o Environmental {Protection) prescribed for air and
noise emission standards,

«i, The gaseous emissions from 3G sel shall be dispersed through adequate stack height
us per CPCB siandands. Acoustic enclosure shall be provided to the DG sels 1o
mitigate the noise pollution, Low Sulphur diesel shall be used. The location of the DL
set and exhaust pipe height shall be as per the provisions of the Central Pollution
Control Board (CPCB ) narms.

i, For indoor air quality the ventilation provisions as per National Building Code of
Indin,

111, Water Quality Monitoring and Preservation
i The natural drain system should be maintzined for ensuring unrestricted flow of
water. No construction shall be allowed 10 obstrect the natural drainage through the
cite. on wetland and water bodies, Check dams, bio-swales, landscape, and other
custainable urban drainage systems (SUDS) are allowed for maintmining the drminage
pattern and 1o harvest rain water,
ii. Buildings shall be designed to follow the natural topography #s much as possible
Minimum cutting and filling should be doae
Wi Total fresh water use shall not exceed the proposed requirement as provided i the
project details
i The quantity of fresh water usage. water recveling and rainwater harvesting shall be
measured and recorded to monitor the water balance as projected by the project

AEUTILINTRAZAR]9E 1201 Haof |3
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proponent. The record shall be submitted 1o the Regional Office, MoEF&CC along
with six monthly Monitoring reports '

A certificate shall be obtained from the local body supply ing watar, specifying the
total annual water availability with the local authority. the quantity of water already
committed the quantity of water allotied to the project under consideration and the
balance water available. This should be specified separately for ground water and
surface water sources, ensuring that there is no impact on ather users.

A1 least 20% of the open spaces as requived by the local building bve-laws chall be
pervious. Use of Grass pavers, paver blocks with at least 50% opening, landscape clc
would be considered as pervious surface.

Installation of dual pipe plumbing for supplying fresh water for drinking, cooking and
bathing etc and other for supply of recycled water for flushing, landscape irmgation,
car washing. thermal cooling. conditioning etc. shall be done.

Use of water saving devices! lixtures (viz. low flow flushing systems: use of low flow
faucets tap acrators etc) for water conservation shall be incorporited in the building
plan.

Separation of grey and black water should be done by the use of dual plumbing
system. In cuse of single stack system separale recirculation lines for flushing by
giving dual plumbing system be done.

Water demand during construction should be reduced by use of pre-mixed concrete,
curing agents and other best practices referred.

The local byve-law provisions on rain water harvesting should be followed. 1f local
byelaw provision is not available, adequate provision for storage and recharge should
be followed as per the Ministry of Urban Development Mode! Building Byelaws,
(16, Rainwater harvesting recharge pits/storage tanks shall be provided for ground
water recharging as per the CGWB norms.

\ rain water harvesting plan needs 1o be designed where the recharge bores of
minimum one recharge bore per 5.000 square MERrs of built up area and storage
capacity of minimum one day of total fresh water requirement shall be provided. In
areas where ground water recharge is not feasible, the rain water should be harvested
and stored for reuse. The ground water shall not be withdrawn without approval from
the Competent Authority.

All recharge should be limited to shallow aquifer.

No ground water shall be used during construction phase of the project.

Any ground water dewatering should be properly managed and shall conform to the
approvals and the guidelines of the CGWA n the matter. Formal approval shall be
taken from the CGW A for any ground water abstraction or dewatenng

The quantity of fresh water usage, water recyeling and raimwater harvesting shall be
mensured and recorded to monitor the water balance as projected by the project
proponent. The record shall be submitted to the Regional Office, MoEF&CC along
with six monthly Monitoring reports.

Sewage shall be treated in the STP with tertiary treatment, The treated effluem from
STP shall be recyvcled/re-used for flushing, AC make up water and gardening. As
proposed, no treated water shall be disposed in to municipal drain.

SLADLTNFRAZ 4019312030 ol I3
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svin. Mo sewage or untreated effluent water would be discharged through storm water
drains.

xix.  Onsite sewage treatment of capacity of treating 100% waste water 10 be installed. The
installation of the Sewage Treatment Plant (STP) shall be certified by an independent
expert and a report in this regard shall be submitted to the Ministry before the project
is commissioned for operation. Treated waste water shall be reused on site for
landscape, Mushing, cooling tower, and other end-uses. Excess treated water shall be
discharged as per statutory norms notified by Ministry of Environment, Forest and
Climate Change. Natural treatment systems shall be promoted.

KK Periodical monmitoring of water quality of treated sewage shall be conducted.
Necessary measures should be made 1o mitigate the odour problem from STP.

sxl.  Sludge from the onsite sewage treatment, including septic tanks, shall be collected,
conveyed and disposed as per the Ministry of Urban Development, Central Public
Health and Environmental Engincering Organization (CPHEEQ) Manual on
Sewerage and Sewage Treatment Systems, 2013,

IV, Noise Monitoring and Prevention
i, Ambient noise levels shall conform to residential area/commercial area/indusirial
arca'silence zone both during day and night as per Moise Pollution (Control and
Regulation) Rules, 2000, Incremeéntal pollution loads on the ambient air and noise
quality shall be closely monitored during construction phase. Adequate measures shall
be made 1 reduce ambienl air and noise level during construction phase, 5o as ©
conform to the stipulated standards by CPCB / SPCB.

. MNoise level survey shall be carrted as per the prescribed guidelines and report in this
regard shall be submitted to Regional Officer of the Ministry as a part of six-monthly
compliance report

ii.  Acoustic enclosures for DG sets, neise barriers for ground-rnun bavs. ear plugs for
operating personnel shall be implemented as mitigation measures for noise impact due

o grﬂ-und SMITCCS.

V. Energy Conservation Measures
i, Compliance with the Energy Conservation Building Code (ECBC) of Bureau of
Energy Efficiency shall be ensured. Buildings in the States which have notified their
own ECBC. shall comply with the State ECBC.

i, Qutdoor and commaon area hghting shall be LED.

i,  Concept of passive solar design that minimize energy consumption in buildings by
using design elements, such as building crientation, landscaping, efficient building
envelope, appropriate fenestration. increased day lighting design and thermal mass
ete. shall be incorporated in the building design. Wall, window, and rool u-values
shall be as per ECBC specifications.

iv.  Energy conservation measures like installation of CFLs' LED for the lighting the area
outside the building should be integral pant of the project design and should be in
place before project commissioning.
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\ Solar, wind or other Rencwable Energy shall be installed 1w meet electricity
generation equivalent 1o 1% of the demand load or as per the state level/ local
building bve-law’s requirement, whichever is ngher.

vi.  Solar power shall be used for lighting in the apartment to reduce the power load on
grid. Sepamite electric meter shall be installed for solar power. Solar water heating
shall be provided to meet 20% of the hot water demand of the commercial and
institutional building or as per the requirement of the local building bye-laws,
whichever is higher, Residential buildings are also recommended to meet its hot water
demand rom solar water heaters, as far as possible.

V1. Waste Management

i. A cerificate from the competent authority handling municipal solid wastes, indicating
the existing civie capacities of handling and their adequacy 1o cater to the M.S.W.
gencrated from project shall be obtained.

i Disposal of muck during construction phase shall not create any adverse effect on the
neighboring communities and be disposed taking the necessary precautions for
general safety and health aspects of people, only in approved sites with the approval
of competent authority.

iii.  Separate wet and dry bins must be provided in each unit and at the ground level for
facilitating segregation of waste. Solid waste shall be segregated into wet garbage and
inert materials.

i Organic waste compost/ Vermiculture pit/ Organic Waste Converter within the
premises with a minimum capacity of 0.3 kg /person/day must be installed.

’ All non-biodegradable waste shall be handed over to authorized recyelers for which a
written tie up must be done with the authorized recyclers,

vi.  Any hazardous waste generated during construction phase, shall be disposed ofl as
per applicable rules and norms with necessury approvals of the State Pollution Control
Boord.

vil.  Use of environment friendly materials in bricks, blocks and other construction
materials, shall be required for at least 20% of the construction material gquantity,
Mhese include Fly Ash bricks, hollow bricks, AACS, Fly Ash Lime Gypsum blocks,
compressed earth blocks, and other environment friendly materials.

vitl.  Fly ash should be used as building material in the construction as per the provision of
Fiv Ash Notification of September. 1999 and amended as on 27th August, 2003 and
25" January, 2016, Ready mixed concrete must be used in building construction,

%, Anv wastes [rom construction and demolition activities related thereto shall be
managed so as tostrictly contorm to the Construction and Demaolition Rules, 2016,

%.  Used CFLs and TFLs should be properly collected and disposed off'sent for recycling
as per the preveiling guidelines’ rules of the regulatory authority 1o avoid mercury
contamination

VI Green Cover
. Mo tree can be felled/iransplant unless exigencies demand. Where sbsolutely
necessary, tree felling shall be with prior permission from the concerned regulatory
authority. O1d trees should be retained based on girth and age regulations as may be
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prescribed by the Forest Depariment. Plantations to be ensured species (cut) to species
{planted).

i A minimum of | tree for every 80 sqm of land should be planted and maintained. The
existing trees will be counted for this purpose. The landscupe planning should include
plantation of native species. The species with heavy foliage, broad leaves and wide
canopy cover ore desirnble. Water intensive and/or invasive species should not be
used for landscaping.

iHi.  Where the trees need to be cut with prior permission from the concerned local
Authority, compensatory plantation in the mtio of 1:10 (Le. planting of [0 trees for
every 1 tree that 15 cut) shall Be done and maintuined. Plantations 1o be ensured
species (cut) to species (planted). Area for green belt development shall be provided
as per the details provided in the project document,

. Topsoil should be siripped to a depth of 20 ¢m from the areas proposed for buildings,
roads, paved areas, and external services. It should be stockpiled appropriately in
designated areas and reapplied during plantation of the proposed vegetation on site.

VI Transport

Lo A comprehensive mobility plan, as per MoUD best practices guidelines {LRDPFI),
shall be prepared w melude motorized. non-motorized. public. and private networks,
Road should be designed with due considertion for environment, and safety of users,
['he roads system can be designed with these basic criteria.

a. Hierarchy of roads with proper segregation of vehicular and pedestrian traffic.
b. Trathc calming measures,

. Proper design of entry and exit points,

d, Parking norms as per local regulation,

. Wehicles hired for bringing construction material 1w the site should be In good
condition and should have a pollution check certificate and should conform Lo
apphicable air and nobse emission standards be operated only during non-peak hours.

i, A detailed traffic management and traffic decongestion plan shall be drawn up o
ensure that the current level of service of the roads within a 05 kms radius of the
progest 5 maintwned and improved upon afier the implementation of the project. This
plan should be based on cumulative impact of all development and increased
habitution being carried oul or proposed 1o be carried out by the project or other
agencies in this 0F kms rads of the site in different scenarios of space-and time and
the traffic management plan shall be duly validated and certified by the State Urban
Development department and the P.W.D.Jcompetent authority for road augmentation
and shall also have their consent to the implementation of components of the plan
which involve the participation of these departments.

IX, Hunan Health Issues
L All workers working a1 the construction site and involved in loading, unloading,
carringe of construction material and construction debris or working in any area with
dust pollution shall be provided with dust mask,
. For indoor air quality the ventilation provisions as per National Building Code of
I,
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Emergency preparcdness plan based on the Hazard identification and Risk
Assessment (HIRA) and Disaster Management Plan shall be implemented.

Provision shall be made for the housing of construction labour within the site with all
necessary infrastructure and facilities such as luel for cooking, mobile wilets, mobile
STP. safe drinking water, medical health care, eréche ete, The housing may be in the
form of temporary structures to be removed after the completion of the project.
Occupational health surveillance of the workers shall be done on a regular basis.

A First Aid Room shall be provided in the project both during construction and
operations of the project

M. Miscellaneous

Vik

vike

I'he project proponent shall prommently sdventise it a1 least in two local newspapers
of the [District or State, of which one shall be in the vernacular lsnguage within seven
duvs indicating that the project has been accorded environment clearance and the
detatls of MoEF&CC/SEIAA website where 1t 15 displaved.

The copies of the environmental clearance shall be submitted by the project
proponents to the Heads of local bodies, Panchayats and Municipal Bodies in addition
tiv the relevant offices of the Government who in turn has to display the same for 30
days from the date of receipt.

[he project proponent shall upload the status of compliance of the stipulated
environment clearance condinons, including results of monitored data on their
website and update the same on half-yearly basis.

Ihe project proponent shall submit six-monthly reports on the status of the
compliance of the stipulated environmental conditions on the website of the ministry
ol Environment, Forest and Climate Change at environment clearance portal,

Ihe company shall have a well laid down environmental policy duly approved by the
Board of Directors. The environmental policy should prescribe for standard operating
procedures 1o have proper checks and balances and to bring inte focus any
infringements‘deviation/violation of the eénvironmental / forest / wildlife norms
conditions. The company shall have defined system of reporting infringements
‘deviation / violation of the environmental / forest / wildhife norms [ conditions and /
or shareholders / stake holders. The copy of the board resolution in this regard shall be
submitted o the MolEF&CC as a part of six-monthly repon.

A separate Environmental Cell both at the project and company head quaner level,
with qualified personnel shall be set up under the control of senior Executive, who
will directly to the head of the organization

Action plan for implementing EMP and environmental conditions along with
responsibility matrix of the company shall be prepared and shall be duly approved by
competent authority, The year wise funds earmarked for environmental protection
measures shall be kepl in separate account and not 1o be diverted for any other

Ihe project proponent shall submit the environmental statement for each financial
year in Form-Y to the concemed State Pollution Control Board as prescribed under
the Environment {Protection) Rules, 1986, as amended subsequently and put on the
wichsile of the company.
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'he project proponent shall inform the Regional Office as well as the
Ministry/SEIAA, the date of financial closure and final approval of the project by the
concerned  authorities, commencing the land development work and start of
production operation by the project.

The project authorities must strictly adhere 1o the stipulations made by the Siate
Pallution Control Board and the State Government,

The project proponent shall abide by all the commitments and recommendations made
in the ELAJEMP report, commitment made during Public Hearing and also that during
their presentation to the Expernt Appraisal Committee

No further expansion or modifications in the plant shall be carried out without prior
approval of the SEIAAMinistry of Environment, Forests and Climate Change
{MoEF&CT),

Concealing factual data or submission of false/fabricated data may result in
revocation of this environmental clearance and attract action under the provisions of
Environment (Protection) Act, 1986

Ihe conditions imposed specifically for any particular environmental safeguard will
prevail over the standard conditions.

Fhe SEIAA/Ministry may revoke or suspend the clearance, if implementation of any
of the above conditions is not satisfactory,

he SELAA/Ministry reserves the right to stipulate additional conditions if found
necessary. The Company in a time bound manner shall implement these conditions.
Ihe Regional Office of this Ministry shall monitor compliance of the stipulated
conditions. The project authorities should extend full cooperation o the officer (s) of
the Regional Office by furnishing the requisite data / information/monitoring reports.
The above conditions shall be enforced, inter-alia under the provisions of the
Water{ Prevention & Control of Pollution) Act, 1974, the Air (Prevention & Control of
Pollution) Act, 1981, the Environment (Protection) Act, 1986, Hazardous and Other
Wastes (Management and Transboundary Movement) Rules, 2016 and the Public
Liability Insurance Act, 1991 along with their amendments and Rules and any other
orders passed by the Hon'ble Supreme Court of India / High Courts and any other
Court of Law relating to the subject matter.

Any appeal against this EC shall lie with the Mational Green Tribunal, if preferred,
within a period of 30 days as preseribed under Section 16 of the National Green
Iribunal Act, 2010.

Fhe Environmental Clearance is being granted to M/s TARC PROJECTS LIMITED, for
Group Housing at Plot 67, Kirti Nagar Industrial Area, Najafgarh Road, West Delhi,

Drelhi.

I'his Environmenial Clearance will be valid for a period of Ten years from the date of its

iRzie
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It will be the responsibility of the project proponent to obtain prior clearances/approval &
ensure compliances under all other relevant Acls’ Rules’ Regulations’ guidelines/
instructions/Court Orders/Tribunal Orders as applicable to this project before siarting of the

praject
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(. K. S'f;lnyuclmudrnnj
Member Secretary, SEIAA- Delhi

Copy to:

!'-ul

L e L

=

SLATLINFRARI93 152022

Sh. Sarvagya Kumar Srivastava (Chairman, SEIAA), 370, Asiad Village Complex.
Sirifort, New Delhi-110049

The Chairman, Delhi Pollution Control Committee (DPCC), Department of
Environment, Govt, of NCT Delhi. Secretariat Building. 5" Level, C-Wing. LP.
Estmte, MNew Delha-02.

Ihe Principal Seeretary (Environment), Department of Environment, Govt. of NCT
Delhi, Secretariat Building, 6 Level, C-Wing, LP. Estate, New Delhi-02.

Fhe Vice Chairman, DDA, Vikas Sadan, INA, New Delhi.

I'he Commissioner {Plenning), DDA, Vikas Minar, [P Estate, New Delhi-110002.

The Chiel Executive (ificer (CEQ), Delhi Jal Board, Vaminalava, Jhandewalan, New
Delhi,

Fhe Commissioner, Delhi Municipal Corporation, Dr. S.P.M, Civic Centre, JLN
Marg, MNew Delhi-1 10002,

'he Deputy Commissioner of Police, West District, Police Station Rajouri Garden |,
Rajouri Garden, Delhi - 110027

The Darector, Fire Services, 101, Kashmere Market, Connaught Place, New Delhi,
Dethi 1700601

- Addl Principal Chief Conservator of Forests (C), Ministey of Env., Forest and

Climate Change, Regional Office (CZ), Kendriva Bhawan, 5th Floor, Sector "H"
Adigang, Lucknow = 226020,

- The Director, Impact Assessment Division, Monitoring Cell, Ministry of

Environment, Forests & Climate Change, Govt. of India, Indira Parvavaran Bhawan,
Jorbagh, New Delhi-1 10003,

. The Member Secretary, Central Ground Water Authority, 18/11, Jamnagar House,

Muansingh Foad, New Dellhi-1 10001 1

. Member Seeretary, Delhi Pollution Control Committee, 5% Floor, ISBT Building

Kashmere Gate, Delhi-1 10006,

N

(Dr. k.5, Javachandran)
Member Secretary, SELIAA- Delhi

Signafur
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Member Secret
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Jayachandran (
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