Government of India
Ministry of Environment, Forest and Climate Change
(Issued by the State Environment Impact Assessment
Authority(SEIAA), Delhi)

The Estate Officer
SAFDARJANG HOSPITAL & VMMC

Estate Section,
VMMC and Safdarjung Hospital,
New Delhi-110029 -110029

ENVIRONMENTAL
CLEARANCE

Subject: Grant of Environmental Clearance (EC) to the proposed Project Activity
under the provision of EIA Notification 2006-regarding

Sir/Madam,

This is in reference to your-application.for Environmental Clearance (EC)
in respect of project submitted _to-the. SEIAA vide proposal number
SIA/DL/IMIS/272026/2022 dated-14-Jun 2022. The-particulars of the environmental
clearance granted to the project-are as below.

1. EC Identification No. EC22B038DL 110442

2. File No. DPCC/SEIAA-1V/C-401/DL/2022

3. Project Type New

4. Category B2

5. Project/Activity including 8(a) Building/and Construction projects
Schedule No.

6. Name of Project Propesed Construction of Safdarjung

Staff Colony at Pocket B 6, Phase |,
Sector-17, Dwarka, New Delhi by VMMC
& Safdarjung Hospital

7. Name of Company/Organization SAFDARJANG HOSPITAL & VMMC
Location of Project Delhi
9. TOR Date N/A

©

The project details along with terms and conditions are appended herewith from page
no 2 onwards.

(Pro-Active and Responsive Facilitation by Interactive,
and Virtuous Environmental Single=-Window Hub)

(e-signed)
Dr. K.S. Jayachandran(IFS)
Date: 30/11/2022 Member Secretary
SEIAA - (Delhi)

Note: A valid environmental clearance shall be one that has EC identification
number & E-Sign generated from PARIVESH.Please quote identification
number in all future correspondence.

This is a computer generated cover page.
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STATE LEVEL ENVIRONMENT IMPACT ASSESSMENT
AUTHORITY (SEIAA)-DELHI
OFFICE OF DELHI POLLUTION CONTROL COMMITTEE
ISBT BUILDING. KAS ERE TE, DELHI-1 10006

F.No. DPCC/SEIAA-IV/ C-401/DLA202Y S0 23 - 5o3s— Dated: 29|i|Lore
Fnvirenmental Clearance No.: SEIAA-TV C-401/EC-365 20212,
T,

The Estate OiTicer,

Fstate section, ¥ MMC and Safdarjung Hospital,

NH-48, near ATIMS Hospital, Ansari Nagar West, New Delhi-110029
Email: estatesectionfy mme-sjh.nic.in

Sub: Epvironmental Clearance for Proposed Construetion of Safdarjung Staff Colony at Pocket
Phase 11, Sector-17. Dwarka, New Delhi Safdarjung Hospital & VMMC,

Thig has reference to your Proposal no SLADL/MIS2T2026/2022 submitted on 14.06.2022 on
PARIVESH Poral for seeking Environmental Clearance (EC) under Environmental [mpact
Assessment (ELA) Motification dated 14092006 amended as on date for the Proposed Constroction
of Rafdarjung Stafl’ Colomy at Pocket B 6, Phase I, Sector-17, Dwarka, New Delhi by Mis
Safdarjang Hospital & VMMC and subsequent presentation given hefore the State Level Expert
Appraisal Committee {SEAC) for seeking prior Environmental Clearance far subject cited project as
required under the E1A Maotification, 2006, The proposal has been appraised in SEAC meshings as per
procedure prescribed under the provisions of E1A Notification dated | 4.5 2006 on the basis of the
documents submitted with the application viz, Form-1, |-A, Conceptual plan and the additional
clarifications furnished in response to the observations of the Stake Level Expert Appraisal Committee
(SEAC).

The Proposal is for grant of BC for Proposed Construction of Safdarjung Stafl Colony st Pocket B 6,
Phase 11, Sector-17, Dwarka, New Delhi by M5 Safdarjang Hospital & VMM,

The Project is located at Latitude: 28°35'39.1 | "N; Longltude: 77°01'45.13"E.

Aren Details;

The Total Plot Area of the project is BR00.00 sqm. The Proposed Total Buili-up Area (FAR 4 Non
FAR + Service Area) is 26689.91 sqm. The Proposed FAR Area is 13158486 sqm. The Proposed
Non FAR Apea is 9708.76 sqm, The Proposed Service Area is 3842644 sqm. The Propased Ground
Coverage is 1466.4 sqm. The total no. of Basements will be 2 nos. The Total Basement Arca will be
7690, 08sqm. and Stilt area will be 2018.68 sqm. The total ne, of Buildings Blocks will be 3 nos. The
rotal mos. of floors in respective blocks will be Tower A - 2B+5+0, Tower B - 2B+3+10, Tower -
IR+5+9, The Proposed Dwelling Units is 14l DUs. The total no of expected population is 75U
persons. The max. height of the building will be 36.6 m.
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Water Details:

puring Construction Phase, Water required for construction purFposes will be supplied through
reated water from DIB STP to be treated in 40 K LD Water treatment plant'Maobile 5TF 10 make 5TF
water fit for construction, Total 4.5 KL water required for construction workers and approx. 3.5 kL
waste water generated will be treated i Mobile STP.

During Operational Phase, Total water requirement — 67 KLD, Fresh water requirement — 46 KLD,
Treated water requirement — 21 KLD (for recycling in flushing — 16 KLD, Horiculure — 5 KLLY)L
Ihe praject shall make efforts to follow principle of Zero Liquid Discharge {ZLI) and excess treated
water from the STP be utilized for reuse purposes after adeguate up-gradation of treated water 10
rewse standands.

Number of Rain Water Harvesting {RWH) Pits proposed are 2 nos

Solid Waste Details:

During Construction Phase, No demolition waste will be generated as the site is a vacant plot. Maost
of the construction debris will be used for backtilling and road development 10 the extent possible &
rest will be disposed-off through authorized recyelers.

During the Operation Phase, Totsl 328.50 Kg/day of Solid Waste will be generated from the
project. Bio-Degradable Wastc will be sbject to composting by Chrganic waste converfer and
compost will be used as manure. Recyclable waste will be ¢old to authorized vendor or govt,
approved agency or recyclng industry and Non-Recyelable {Inert waste) will be separatety coliected
and will be handed over to authorized vendar,

Power Detabls:

During Construction Phase, Total Power requirement will be 130 KW which will be supplied by
BSES.

During Operation FPhase, Total Power requirement will be [000 KW which will be supplicd by
BSES. For Power Back up, Generator sets of Capacity 2 x 250 kKN A will be mstalled.

Parking Facility Details: Total Propased Parking is 190 ECS.

Feo-Sensitive Areas Details: Distance of Okhla Wildlife Sanctuary from project site is 28.2 Km and
from Asola Wildlife Sanctuary is 25 km.

Plantation Details: Proposed Green Area s 2482.63% sqm. Total no. of trees proposed is [1B nos.
Omly | Tree exists at the gite which will be retained.

Cost Details: Total Cost of the project is Rs 8103 Crores.

The project was appraised by SEAL in its 107th Meeting held on 01.07.2022, 117th Meeting held on
01.11.:2022 based on the in formation fumished, documents shown & submitted, presentation made by
the project proponent and SEAC racommiended the case to SEIAA for grant of Environmentel
cleapance impasing the specific condilions

i
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The requirements of the project have been taken into account by SEAC during the appraisal ol the
Project. The SERAA ook account of the discussions ard etivironmental conditions imposed during
the consideration of the project by SEAC.

The State Level Environment Impact Assessment Authority, Dethi (SEIAA-Delhi} in 1ts 66" Mecting
held on 16.11.2022 accorded the Environmental Clearance to the above said project as per provisions
of Environment Tmpact Asscssment Nogification, 2006 and its subsequent amendments, subject to the
strict compliance of the terms and conditions as follows

A. SPECIFIC CONDITIONS:

|

(B

iy

{13
11

12

The Project Proponent should implement the guidelines! mechanizm for using Anti Smog
Gun in construction and Demolition projects having buili-up area preater than 20,000 s
issugd by Department of Environment, NCT of Delhi, vide letter no. F.
Mo DPCCHIZH1 K28 cylab2020/2790- 2810 dated 16092021  available @
https;i'.-'dustmntml-d.p&c.delh':.gm'.'Ln."l_lpkmd.-'ﬂuidcliuasFDFME.I'FilEI"DF_ﬂ T237T4.PDF.
read songwith guidelines of CPCB Besides use of Anti-Smog Gunn the Project Proponent
shall ensure that environment friendly [hust suppresant and soil stabilising chemical would be
sprayed ot prescribed interval on unpaved area of the construction sites to agglomerate the
fine dust particles into aggregate too large 1o become airborme. This must be done in all those
arens where there is movement of trucks and other construction machinery at frequeni
intervals to prevent formations of fine dust particles,

The project proponent shall register the project on the “Weh Portal™ for cnline remoke
monitoring by the agencics concerned and deploy anti smog guns ity proportion 1o the arca af
consiruction site as prescribed vide direction no. 69 dated (2.11.2022 igsued by Commission
for Air Quality Management (CAQM).

The Project proponsnt chall install reference-grade (USEFA approved system) Continuous
Particulate Monitoring System consisting of three nods capable of monitoring dust emission
fram the construction site. The system inust have the capacity for simultaneous monitoring of
PM2.5 and PV 10 and equip for data transfer on a real-time hasis 1o the server of DPCC.
Green building norms should be followed with a 5 star GRIHA/GBC/ASSOCHAM GEM
rating and Cold rating should be followed up.

The Project Proponent shall instill the pas based generators for power backup.

The project proponent chall adhere to the revised tokal water requirement — 67 KLD, Fresh
water requirement — 46 KLD, Treated water requirement — 21 KLD {for recycling in flushing
_ 16 KLD, Horticulwre — 5 KL%, The project shall make efforts to follow principle of Zero
Liquid Discharge (Z1.1) and excess treated water from the TP be utilized for reuse purposes
after adequate up-gradation of treated water (o reuse standards.

_ Treated water of DIB 5TF should be used for consiruction purposes only afier teriary

ireatiment of the same 0 ensure it s it for construction use.

. The project proponent chould adhere 1o the revised cost of Environmental Management Plan

as committed during the presentation Le. capital cost of Rs. 27 Lacsik Recurring cost of Rs.
18.5 Lacs/ year during canstruction phase and capital cost of Rs. 100 Lacs& Recurring cost of
Rs. 50 Lags/ year during operation phase.

At least 2 % of the total energy demand to be sourced from Solar (Renewable) energy.

PP shall provide 190 ELS as deliberated and agreed upon during the presentation.

PP shall provide electric charging points in parking arcas for e-vehicles for at-least 20% of car
parking as committed.

 Ground water should be extructed only after the permission from the compelent authority.
13,

Mo of rain water harvesting pits shall be 03 npos, as commitied. Boring for Rain Water
Harvesting system should not be permitted! done before completion of structure work. Al

\\H\_.f
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recharge should be limited to shallow aquifer. Depth of boring should leave buffer of atleast

10 m above ground water table.

14, Flow Meters! Sensors should be installed o monitor consumption of fresh water as well as

ireated water and log book for these flow meter
meters shall be installed at Inlet of STP, outlet of ST
water tanks and reuse line for horticulture purposes an

Calibration for all the Flow meters chall be maintained on guarterly basis,

15. Minimum 1 tree for every 80 54. Mt of plot area (118 Nos.)

project site,

16. Comstruction & Demalition waste should be disposed of at authorized C&D waste processing

unit.

5 be maintained in 4 regular manner. Flow
inbet of flashing tanks, infet of cooling
d it the final outfall! sewer connection

hould be planted within the

17. Wind- breaker of appropriate height ie. 13" of the building height and maximum up to [0
meties shall be provided all around the project site before the start of construction,
18, The Project Proponent should take measeres for control of Dust Pollution during construction

phase in the Environmental Management Flan by taking measures as per MoEF&CC
‘Han'hle National Green Tribunal order in
the matter of YardhamanKaushik Vs, Union
of India & others and Sanjay KulshreshthaVs Union of India & others, CAQM/CPCB/DPCC

Notification Mo, GSR 94 (E) dated 25.01 2018
0.A. No.21 of 2014 and OLA. Mg, 95 of 2004 in

gxtant statulory orders/guidelines/directions issued time to time including registration/ self

andit on Dust Pollution Control Self-Assessment

low cost sensors for monitoring PM 2.5, PM 10,

19, Project proponent shall be responsible for establishment, operation and maintenance of all

common facilities and also for compliance of EC

20, The Cost of Environment Management Plan should be distinetly allocated n the budget of the
of the implementation should be

project and details of ihe same along with time frame

reported in six monthly monitoring repots.

11 In view of MoEF&CC Office Memorandum Mo, 21-270/2008-1A 11 dated 19.06.2013 read
with MoEF&CC Office memorandum  No. 29,1 5420 15-TA 11 dated

conditions during operation slage.

Portal with provision of video fencing and

10.11.2015, this

environmental clearance s granted focusing oaly on the environment CORCETMS. The project

will be regulated by the concemed local Civie Au

provisions of the extant MPD-2021, Building Contrel Repulations and Safety Regulanions.
13 The Environmental Clearance is subject 1o the condition that concerned local civic agencies
will give the permission for use! oceupation of the building only after assured water supply of
DIB! New Delhi Municipal Council / other such local civic anthority {as the case may be).
33, Grant of environmental clearance docs not necessarily implies that water/ power supply shall
be granted 1o the project and that their proposals for water! power supply shall be considered
by the respective autharities on their merits and decision taking.
94, The investment made in the project, if any, based on en vironmental clearance so granted, in

anticipation of the clearance from water! power s

risk of the project proponent and SEAC/SELAA,

fn ANy manner.

tharities under the provisions of the relevant

pply angle shall be entircly al the cost and

[lhi shall not be responsible in this reeard

25 The PP shall store all the construction material within the project site as committed. Provision
shall be made for providing facilities <uch as mobile toilets, safe drinking water, medical
healthcare, créche etc for the constiuction workers hired locally.

26. As proposed, fresh water requirement from municipal supply shall not excesd 42 KLID as per

Certificate shall be issued only after geiting

necessary permission for req wired water supply from DJB/ concerned Authority.

witer assurance obtained from [JB. Oecupancy
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27, Sewage shall be treated in the STP with tertiary freatment. The treated effluent from STP shall

be reeyeled’ reused for Rushing, AC makeup water and gardening.

2% The PP shall provide foxic gas (Combustible gas, Carbon dioxide and Hydrogen sulphide,

Methane, VOCs, Ammonia) detectors for STP area.

20, Enerpy audit shall be carried out periodically to review energy conservation measures

10, All sensor/meters based equipment should be calibrated on quarterly hasis.

11. The reen building audit shall be dong on annual basis since inception of the project. Further,

the audit report shall be included i six monthly compliance report.

32. Occupancy of the premises would be allowed only after pering Electric supply from

cancemed power supply agencies (o restrict the use of generalor sois.

33, Additional pervious area of 1666.33 m2 being allocated (wasted) for surface parking { P1 +
P2 + P3) in the form of pervious grass pavers chall be transferred to grass area which will
increase pervious grass arel from 10.2%6 to 37.9% %, Also parking should be restricted to the

stilt arca and basements.

34. Part of the impervious area {which is included in the basement footprint) should be covered
with grass/vegetation by puiting a layer of soil of 150 mm on top of the basement area.
35, The grass/green area both pervious and imperyious (on basement) shall be increased 1o over

50% of the open area.

B. STANDARD CONDITIONS:

L Statutory Compliance:

i. The project proponent shall obtain all necessary clearance/ permisgion from all relevant
agencies including 10Wm planning authority hefore commencement of wo

construction shall be done in accordance with the local building byelaws.

k. All the

. The approval of the Competent Authority shall be ohtained for structural safety of buildings
due to carthquakes, adequacy of firefighting equipment el &5 per Mational Building Code

including protection measures from lightening ete,

iii. The project proponent chall obtain forest clearance under the provisions of Forest
{Conservation) Act, 1986, in case of the diversion of forest land for non-forest purpose

involved in the project.

iv. The project proponent shall obtain clearance from the wational Board for Wildlife, if

applicable.

v, The project proponent shall ohtain Consent to Establish / Oiperate under the provisions of Air
(Prevention & Control of Pollution) Act. 1981 and the Water {Prevention & Control of
Pollution) Act, 1974 from the concerned State Pollution Control Board! Commitiee.

vi. The project propoient <hall obtain the necessary permission for drawl of ground water

teurface water required for the project from the competent authority.

vii. A certificate of adequacy af available power from the agency supplying power 1o the project

along with the load allowed for the project should be obtained.

viii.  All other statutory clearances such as the approvals for storage of diescl from Chief
Controller of Explosives, Fire Department, and Civil Aviation Department shall be ohiained,
as applicable, by project proponenis from the respective competent authorities.

in. The provisions of the Solid Waste {Management} Rules, 16, e-Wasie { Management) Rules,

2016, and the Plastics Waste (Management) Rules, 201 & shall be followed.

x. The project proponent shall follow the ECBC/ECBC-R prescribed by Burcau of Energy

Efficiency. Ministry of Power sl rictly

al
g
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IL. Air Quality Monitoring and Preservation

i Notification GSR 94E) dared 25012018 of MoEF&CC regarding Mandatory
Implementation of Dust Mitigation Measures for Construction and Demolition Activities for
projects requining Environmental Clearance shall be complied with.

i A management plan shall be drawn up and implemented 1o contain the current excecdance in
ambient air quality at the site.

ii.  The project proponent shall install system 1o carryoul Ambient Al Cuality monitoring for
common/criterion parameters rebevant to the main pollutants relcased (e.g. PMy andPM:s)
covering upwind and downwind directions during the construction period.

iv. Diescl power generating sets proposed as source of buckup power should be of enclosed type
and conform to rules made under the Environment {Protection) Act, 1986. The height of stack
Af DG sets should be equal to the height needed for the combined capacity of all proposed DG
cets, Use of low Sulphur diesel. The location of the DG sets may be decided with in
consiltation with State Pollution Control Board.

v. Construction site shall be adequately barricaded hefore the construction begins, Dust, smoke
& other air pollution prevention measures shall be provided for the building as well as the
site. ‘These measures shall include screens for the building under construction. continuas
dust/ wind breaking walls all arcund the site {at least 3 meter height) Plastic/tarpaulin aheet
covers shall be provided for vehicles bringing in sand, cement, murram aid other construction
materials prone 1o causing dust poliution at the site as well as taking out debris from the site.

¥i.  Sand, murram, loose soil, cement, siored on site shall be covercd adequately so as to prevent
dust pollution.

vit.  Wet jet shall be provided for grinding and stone cutting.

viii,  Unpaved surfaces and loose soil shall be adequately sprinkled with water 10 suppress dust.

. All construction and demolition debris shall be stored at the sité: (and not dumped on the roads
or open spaces oulside) before they are properly disposed. All demolition and construction
waste shall be managed as per the provisions of the Construction and Demolition Waste Rules
2016.

% The diesel generator sets to be wsed during construction phase shall be low Sulphur diescl
type and shall conform to Envitonmental (Protection) prescribed for air and noise emission
standards.

xi.  The gaseous emissions from DG set shall be dispersed threugh adequate stack height as per
CPCB standards, Acoustic enclosure shall be provided to the DG sets (o0 mitigate the noise
pollution, Low Sulphur diesel shall be used. The location of the DG sed and exhaust pipe
height shall be as per the provisions of the Central Pollution Control Board (CPCB) norms.

xii.  For indoor air quality the ventilation provisions as per Wational Building Code of Tndia.

111, Water Quality Monitoring and Prescrvation

. The natural drain system should be maintained for ensuring unresiricted fow of water. No
canstruction shall be allowed to obstruct the natural drainage through the site, on wetland and
water hodies, Check dams, bio-swales, landscape, and other sustainable urban drainage
systems (SUDS) are allowed for maintaining the drainage pattern and to harvest ra in waler,

i, Puildings shall be desigred to follow the natural topography as much as possible, Minimum
cutting and filling should be done.

i, Total fresh water use shall not exceed the proposed requircment as provided in the project

details.
\L\ 4
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iv.  The quantity of fresh water usage, water recycling and rainwater harvesting shall be measured
and recorded to monitor the water balance as projected by the project proponent. The reeord
shall be submitted to the Regional Office. MoEF&CC along with six. monthiy Monitoring
reports,

v. A certificate shall be obtamed from the local body supplying water, specifying the total
annual water availability with the local authority, the quantity of water already committed the
guantity of water allatied 10 the project under consideration and the balance water available,
This should be specified separately for ground watcr and surface waler SOUrces, ensuring that
ihere is (o impact on other users.

vi At least 20% of the open Spaces as required by the local building bye-laws shall be pervious.
Use of Grass pavers, paver blocks with at least 50% opening. landscape ete. would be
considered as pervious surface.

vii.  Installation of dual pipe plambing for supplying fresh water for drinking, cooking and bathing
ecic and other for supply of recycled wate for flushing, landscape irrigation, car washing,
thermal cooling. conditioning etc. shall be done,

viti.  Use of water saving devices' fixtures (viz. low flow flushing systems; use of low flow faucets
tap acrators eic) for watcr conservation shall be incorporated in the building plan.

ix. Separation of grey and black water should be done by the use of dual plumbing system. In
case of single stack system separale recirculation lines for flushing by giving dual plumbing
system be done,

< Water demand during construction <hauld be reduced by use of pre-mixed concrete, curing
agents and other best practices referred.

«i.  The local bye-law provisions on rain waler harvesting should be followed. 1F local byelaw
provision is not available, adequate provision for storage and recharge should be followed as
per the Ministry of Lirhan Development Model Boilding Byelaws, 2016, Raimwiter harvesting
recharge pits/storage tunks shall be provided for ground water recharging s per the CGWH
HOIMS.

xii. A rain water harvesting plan needs o be designed where the recharge bores of minimum ane
recharge bore per 5,000 square meters of built up area and storage capacity of mimmum one
day of total fresh water requirement shall be provided. In areas where ground water recharge
is not feasible, the rain water should be harvested and stored for reuse. The ground water shail
st be withdrawn without approval from the Competent Authority.

siii. Al recharge should be limited o shallow aquifer.

xiv. Mo ground water shall be used during construction phase of the project.

wv.  Any pround water dewatering should be properly managed and shall conform o the approvals
and the euidelines of the CGWA in the matter. Formal approval shall be taken from the
CGWA for any ground water abstraction or dewatering.

cvi.  The quantity of fresh water usage, Walet recycling and rainwater harvesting shall be measured
and recorded to monitor the water balance as projected by the project proponent. The record
shall be submitted to the Regional Office, MoEF&CC along with six monthly Monitonng
rEPOIs.

xvii,  Sewage shall be treated in the STP with tertiary treatment. The treated effluent from STP
shall be recycledire-used for fushing, AC make up water and gardening. As proposed, no
weated water shall be disposed in to municipal drain.

wviii.  No sewage or unircated effluent water would be discharged through storm water drams.

xin,  Onsite sewage treatment of capacity of treating 100% waste water 10 be installed. The
nesallation of the Sewage Treatment Plant ($TP) shall be certified by an mdependent expert
and u report in this regard shall be submitted 10 the Ministry before the project is
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L%

xxl,

commissioned for operation. Treated waste waler shall be reused on site for landscape,
flushing, cooling tower, and other end-uses. Excess treated water shall be discharged as per
sigtuiory NoTImS notified by Ministry of Environment, Forest and Climate Change. Natural
treatment systems shall be promoted.

Periodical monitoring of waler quality of treated sewage shall be conducted. Necessary
imeasures should be made to mitigate the odour problem from STF.

Sludge from the onsite sewage ireatment, including septic tanks, shall be collected, conveyed
and disposed as per the Ministry of Urban Development, Central Public Health and
Environmental Engincering Organization {CPHEEOQ) Manual on Sewerage and Sewage
Treatment Syvstems, 2013,

V. Noise Monitoring and Frevention

Ambient noise levels shall conform residential area/commercial area/industrial arca/silence
zone both during day and night as per Naise Pollution {Control and Regulation) Rubes, 2000},
Ineremental pollution loads on the ambient air and noise quality shall be closely monitared
during construction phase. Adegquate measures shall be made to reduce ambient air and noise
level during construction phase, s¢ as 1o conform to the stipulated standands by CPCB [
SPCB.

Noise level survey shall be carmed as per the prescribed guidelines and report in thiz regard
shall be sabmitted to Regional Officer of the Minisiry as a part of six-monthly compliance
repori

Acoustic enclosures for DG sets, noise barriers for ground-run bays. ear plugs for operating
personnel shall be implemented as mitigation measures for noise impact due to ground
SOUFCES.

V. Energy Conscrvation Measures

il
i

Wi,

Compliance with the Energy Conservation Building Code (ECBC) of Burcau of Energy
Efficiency shall be ensured. Buildings in the States which have notified their own ECRC,
shall comply with the State ECBC,

Outdoor and common area lighting shall be LED.

Concept of passive solar design that minimize cnergy consumption in buildings by using
design elements, such as building orientation, landscaping, efficient building envelope,
appropriate fenestration, increased day lighting design and thermal mass ete. shall be
incorporated in the building design. Wall, window, and roaf u-values shall be as per ECBC
specifications.

Energy conservation measures like installation of CFLs! LED for the lighting the ares outside
the building should be integral part of the propect design and should be in place before priyect
COMMmissioning.

Solar. wind or other Renewable Encrgy shall be installed to meet electricity generation
equivalent to | % of the demand load or as per the state level’ local building bye-law's
requirement, whichever is higher.

Solar power shall be used for lighting in the apartment 1o reduce the power load on grid.
Separate electric meter shall be cnetalled for solar power. Solar water heating shall b
provided to meet 20% of the hot waler demand of the commercial and institutional building or
as per the requirement of the local building bye-laws, whichever is higher. Residential
buildings are also recommended o meet its hat water demand from solar water heaters, a5 fur

as possible.

a
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V1. Waste Management

i A cerificate from the competent authority handling municipal solid wastes, indicating the
existing ¢ivic capacities of handling and their adequacy to cater to the M.S. W, generated from
project shall be obtained.

i, Disposal of muck during construction phase shall not create any adverse effiect on the
peighboring communities and be disposed taking the necessary precautions for peneral safety
and health aspects of people, only in approved sites with the approval of competent authority.

iii.  Separate wet and dry bins must be provided in cach unit and at the ground level for
facilitating segregation of waste. Qolid waste shall be segregated into wet garbage and inert
materials,

iv.  Organic waste compost’ Vermiculture pit! Organic Waste Converter within the premises with
a minimum capacity of 0.3 kg {person/day must be installed.

v. Al non-biodepradable waste shall be handed over Lo authorized recyelers for which a written
tie up must be done with the authorized recyclers.

vi. Any hazardous waste generated during construction phase, shall be disposed ofl as per
applicable rules and norms with necessary approvals of the State Pollution Control Board.

vii,  Use of environment friendly materials in bricks, blocks and other construction materials, shall
be required for at least 2% of the construction material quantity, These include Fly Ash
bricks, hollow bricks, AACs, Fly Ash Lime Gypsum blocks, compressed earth blecks, and
other envionment friendly materials.

viii.  Fly ash should be used as building material in the construction s per the provision of Fly Ash
Notification of September, 1999 and amended as on 27th August, 2003 and 25" January,
2016. Ready mixed concrete must be used in building constraction.

k. Any wastes from construction and demolition activities related thereto shall be managed so as
1o stricily conform to the Construction snd Demolition Rules, 2016

x.  Used CFLs and TFLs should be properly collected and disposed offfsent for recycling as per
the prevailing guidelines! rules of the regulatory authority to avoid mercury contamination.

V1L Green Cover

i. Mo tres can be felled/transplant unless exigencies demand. Where absolutely pecessary, fres
felling shall be with prior permission from the concered regulatory authority. Old trees
chould be retained based on girth and age regulations as may be prescribed by the Forest
Department. Plantations to be ensured species (cuf) 1o species {planted).

i A minimum of 1 tree for every 80 sqm of land should be planted and maintained. The existing
irees will be counted for this purpose. The landscape planning should nclude plantation aof
native species. The species with heavy folinge, broad leaves and wide canopy cover are
desirable. Water intensive and/or invasive species should not be used for landscaping.

i, Where the trees need to be cut with prior permission from the concerned local Authority,
compensatory plantation in the ratic of 1:10 (i.e. planting of 10 trees for every | tree that is
cut) shall be done and maintained, Plantations to be ensured species {cut) 10 species (planted).
Area for green bell development shall be provided as per the details provided in the project
document.

iv.  Topsoil should be stripped to a depth of 20 ¢m from the areas proposed for buildings, roads,
paved areas, and external services. It should be stockpiled appropriately in designated areas
and reapplied during plantation of the proposed vegetation on site.

#
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VIIL Tramsport

A comprehensive mobility plan, as per MollD best practices guidelines (UURDPFI), shall be
prepared to include motorized, non-motortzed, public, and private networks. Road should be
designed with due consideration for environment, and safety of users. The roads system can
be designed with these basic criteria,

i, Hierarchy of roads with proper segregation of vehicular and pedestrian traffic.

b, Traffic calmmg measures.

. Proper desizn of entry amd exil poinls.

d. Parking norms as per local regulation.
Vehicles hired for bringing construction mateial to the site should be m good condition and
should have a pollution check certificate and should conform to applicable air and noise
emission standards be operated only during non-peak hours.
A detniled traffic management and traffic decongestion plan shall be drawn up to ensure that
the current level of service of the roads within a 05 kms radiuz of the project is maintained
and improved upon after the implementation of the project. This plan should be based on
cumulative impact of all development and increased habitation being carried out or proposed
o be carried out by the project or other agencies in this 05 Kms radins of the site in different
scenanos of space and time and the traffic management plan shall be duly validated and
certified by the State Urban Development department and the P.W. D competent authority for
romd angmentation and shall also have their consent to the implementation of components of
the plan which involve the participation of these departments.

IX. Human Health Izsues

All workers working at the construction site and involved in loading, unloading, carrdage of
construction material and construction debnis or working in any arca with dust pollution shall
be provided with dust mask

For indoor air quality the ventilation provisions as per National Building Code of India.
Emergency preparedness plan based on the Hazard identification and Risk Assessment
(HIEA) and [vzaster Management Plan shall be implemented.

Provision shall be made for the housing of construction labour within the site with all
necessary infrastructure and facilities such as fuel for cooking, mobile toilets, mobile STP,
gafe drinking water, medical health care, créche e, The housing may be in the form of
temporary siructures to be removed after the completion of the project.

Cccupational health surveillance of the workers shall be done on a regular basis.

vi. A First Aud Boom shall be provided in the project both during construction and operations of
the project,
X, Miscellnneous

The project proponent shall promanently advertise if a1 least in two local newspapers of the
District or State, of which one shall be in the vermnacular language within seven days
indicating that the project has been accorded environment clearmce and the details of
MoEF&CC/SEIAA website where it is displayed.

The copies of the environmental clesrance shall be submitted by the project proponents to the
Heads of local bodies, Panchayats and Municipal Bodies in addition to the relevant offices of
the Government wha in turn has to display the same for 30 days from the date of receipt.

F
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The project proponent shall upload the status of compliance of the stipulated environmen
slearance conditions, including results of monitored data on their website and update the same
on half-yearly basis.

The project proponent shall submit six-monthly reports on the status of the compliance ol the
stipulated environmental conditions on the wehsite of the ministry of Environnent, Forest and
Climsate Change at environment clearance portal.

The company shall have a well laid down environmental pelicy duly approved by the Board
of Directors. The environmental policy should prescribe for standard operating procedures o
have proper checks and balances and to bring into focus any infringements deviation/violation
of the environmental / forest / wildlife norms (conditions. The company shall have defined
system of reporting infringements Ideviation / violation of the environmental / forest / wildlife
norms / conditions and / or shareholders | stake holders. The copy of the board resolufion in
this regard shall be submitted to the MoEF&CC as a part of six-monthly report.

A separate Envirenmental Cell both at the project and company head quarter level, with
qualified personnel shall be set up under the control of senior Executive, wha will directly to
the head of the crganization.

Action plan for implementing EMP and environmental conditions along with responsibility
matrix of the company shall be prepared and shall be duly approved by competent authority.
The year wise funds earmarked for environmental protection measures shall be kept m
separate account and not to be diverted for any other

The project proponent shall submit the environmental statement for each financial year in
Form-Y o the concerned State Pollution Control Board as prescribed under the Environment
(Protection) Rules, 1986, as amended subsequently and put on the website of the company.
The project proponent shall inform the Regional Office as well as the Ministry SEIAA, the
date of financial closure and final approval of the project by the concerned nuthorities,
commencing the land development work and start of production operation by the project,

The project authoritics musi strictly adhere to the stipulations made by the State Pollution
Control Beard and the State Governmenl

The project proponent shall abide by ali the commimments and recommendations made in the
EIA/EMP report, commitment made during Public Hearing and also that during their
presentation to the Expent Appraisal Commitiee.

No further expansion or modifications in the plant shall be carried out without prior approval
of the SETAA/Ministry of Environment, Forests and Climate Change (MoEF&CC).
Concealing factual data or submission of false/fabricated data may result in revogation of this
environimental clearance and attract action under the provisions of Environment { Protection)
Act, 1986,

The SEIAAMinistry may revoke or suspend the clearance, if implementation of any of the
ahove conditions is not satisfactory.

The SEIAA/Ministry reserves the right to stipulate additional conditions if found necessary.
The Company in a time bound manner shall implement these conditions.

The Regional Office of this Ministry shall monitor compliance of the stipulated conditions.
The project authorities should extend full cooperation to the officer (s) of the Regional Office
by furnishing the requisite data / information/monitoring repors,

The above conditions shall be enforced, inter-aliz under the provisions of the
Water{ Prevention & Control of Pollution) Act, 1974, the Air {Prevention & Control of
Pollution) Act, 1981, the Environment {Protection) Act, 1986, Hazardous and Oither Wastes
iManagement and Transhoundary Movement) Rules, 2016 and the Public Lisbility Insurance
Act, 1991 along with their amendments and Rules and any other orders passed by the Hon'hle
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Supreme Court of India ¢ High Courts and any other Court of Law relating to the subject
matier,

xviti,  Any appeal against this EC shall lie with the National Green Tribunal, if preferred, within 2
pericd of 30 days as prescribed under Section 16 of the National Green Tribunal Act, 201

The Environmental Clearance is being granted for Proposed Construction of Safdarjung Stafl
Coleny at Pocket B 6, Phase 11, Sector-17, Dwarka, New Delhi by M/s Safdarjang Hospital &
VMM,

This Environmental Clearance will be valid for a period of Ten years from the date of its issue.

It will be the responsibility of the project propenent o obtain prior clearances/approval & ensure
compliznces under all other relevant Acts' Rules' Regulations’ guidelines/ instructicns Court
(hrdersTribunal Orders as applicable to this project before starting of the project,

N~

(K.S. J“lfgﬂlldl‘ﬂll}

Member Secretary, SETAA- Delhi

Copy to:

1. Sh. Sarvagya Kumar Srivastava (Chairman, SEIAA), 370, Asisd Village Complex, Sirifor,

Mew Delhi-1 10049

The Principal Secretary(Environment), Department of Environment, Govl. of NCT Delhs,

Secretariat Building, 6° Level, C-Wing, LP. Estate, New Delhi-02.

The Vice Chairman, DDA, Vikas Sadan, INA, Iew [Mrelhi.

The Commissioner { Planning), DDA, Vikas Minar, 1P Estate, New Delhi-110002.

The Chiel Exeoutive Officer (CEC), Delhi Jal Board, Varunalaya, Thandewalan, Mew Delhi,

The Commissioner, Delhi Municipal Corporation, Dr. 5.P.M. Civic Cenire, JLN Marg, New

Delhi-1 10002

The Deputy Commissioner of Police, Dwarka District, Sector-19, Delhi-110075.

& The Director, Fire Services, 101, Kashmere Market, Connaught Place, New Delhi, Dell
110001

9, Depuly Direclor Generil of Forests (C)Ministry of Env,, Forest and Climate Change;
Integreated Regional Office, Jaipur . A-209&218, Aranya Bhawan, Malitma Gandhi Roed,
Jhakana Institutional Area, Jaipur — 304002, Rajasthan

10. The Director, Impact Assessment Division, Monitoring Cell, Ministry of Environment,
Forests & Climate Change, Govl. of India. Indira Parvavaran Bhawan, Jorbagh, New Delhi-
110003,

11. The Member Secretary, Central Ground Water Authority,18/11 Jamnagar House, Mansingh
Road, New Delhi-1 10011

17 Member Secretary, Delhi Paliution Control Committee, 5™ Floor, [SBT Building Kashmere

Gate, Delhi-110006
4”11}

(.5, Jaya
Member Secretary, SELAA- Delhi
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